




Mobile Rugged Computer
We reserve the right to change specifications and product descriptions at any time without prior notice. Last update: Oct-31-2008

Environment
Operating Temp: -20°C to 50°C ��  
Tested MIL-STD-801F methods 501.4, 502.4
Storage Temp: -30°C to 60°C��   
Tested MIL-STD-801F methods 501.4, 502.4
Thermal Shock: -20°C to 50°C��  
Tested MIL-STD-810F method 503.4
Rel. Humidity: 0 to 95%��  
Tested MIL-STD-810F method 507.4
Vibration 5G PTP at 5~500Hz��  
Tested MIL-STD-810F method 514.5C-3 (Highway truck)
Transit Shock: 4 feet drop, polywood, all surfaces, edges and ��
corners (26drops) 
Tested MIL-STD-810F method 516.5
Mechanical Shock: 20g, 11ms, Terminal Sawtooth, Operating 40g, ��
11ms, Terminal Sawtooth, Non-Operating 
Tested MIL-STD-810F method 516.5
Crash Shock: 75g, 11ms, Terminal Sawtooth��  
Tested MIL-STD-810F method 516.5
Rain: Drip Proof, 7 gal/ft2/hr��
Compliance: MIL-STD-810F and IP54��

Certifications
CE approval��
FCC Class B��

Ordering Information
MRC2100-510H (P/N:10U00210001X0)��  
8.4” Fan-less Ruggidized Tablet PC
with Intel Atom 1.1GHz Processor/60GB HDD/1GB Memory/Sunlight Readable 
Touch Screen
MRC2100-510S8 (P/N:10U00210005X0)��  
8.4” Fan-less Ruggidized Tablet PC 
with Intel Atom 1.1GHz Processor/8GB SSD/1GB Memory/Sunlight Readable 
Touch Screen
MRC2100-530S8 (P/N:10U00210006X0)��  
8.4” Fan-less Ruggidized Tablet PC 
with Intel Atom 1.6GHz Processor/8GB SSD/1GB Memory/Sunlight Readable 
Touch Screen
Optional Accessary Ordering Information for MRC 2100 ��

1D Laser Barcode scanner-Opticon (P/N:88U00210004X0) 

3.5G GSM Module: Sierra MC8775V (P/N:88U00210005X0) 

RFID Module: HF type 13.56MHz (P/N:88U00210003X0) 

MRC2100 Battery Pack (3S1P) (P/N:4ZTSS26301X00) 

Windows Vista (P/N:6014400749X00) 

Windows XP Pro for Embedded (P/N:6014400748X00) 

Windows XP embedded (P/N:6014400798X00) 

MRC2100 Power Adapter (P/N:7400065005X00) 

POWER CABLE (US) (P/N:60233POW38X00) 

POWER CABLE (EU) (P/N:60233POW39X00) 

POWER CABLE (UK) (P/N:60233POW40X00)


