
Dimensions Unit: mm (inch)

ACP-7000

Ordering Information 
Part Number Power Supply PICMG 1.3 SHB/

PICMG 1.0 BP Regulation

ACP-7000BP-00RE
Bare bone chassis for 
570W/ 810W RPS, with ATX 
switch

- -

ACP-7000BP-46RE 1757001757  
(1+1 redundant) - CE

Power Supply Options
Part Number Specifications

Watt Input Output Mini-load Safety MTBF

1757001757 460 W ATX PFC AC 100 ~ 240 V 
(full range)

+5 V @ 40 A, +3.3 V @ 30 A
+12 V @ 32 A, -5 V @ 0.8 A
-12 V @ 1 A, +5 Vsb @ 2 A

+5 V @ 5 A, +3.3 V @ 1 A
+12 V @ 2.5 A, +5 Vsb @ 0.1 A UL/TUV/CB/CCC 100,000 hours @ 25° C

1757001758 570 W ATX PFC AC 115 ~ 230 V 
(full range)

+5 V @ 50 A, +3.3 V @ 40 A
+12 V @ 34 A, -12 V @ 1 A
-5 V @ 1 A, +5 Vsb @ 1.2 A

+5 V @ 6 A, +3.3 V @ 2 A
+12 V @ 3 A, -12 V @ 0.1 A
-5 V @ 0.1 A, +5 Vsb @ 0.1 A

UL/TUV/CB/CCC 100,000 hours @ 25° C

1757001759 810 W ATX PFC AC 115 ~ 230 V 
(full range)

+5 V @ 75 A, +3.3 V @ 60 A
+12 V @ 51 A, -12 V @ 1.5 A
-5 V @ 1.5 A, +5 Vsb @ 1.6 A

+5 V @ 9 A, +3.3 V @ 3 A
+12 V @ 4.5 A, -12 V @ 0.15 A
-5 V @ 0.15 A, +5 Vsb @ 0.15 A

UL/TUV/CB/CCC 100,000 hours @ 25° C

Accessories
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