
General

Management iDigi and/or WebUI 

Software Python, iDigi, iDigi Dia

Protocols UDP/TCP, DHCP

Total Memory 16 MB Flash, 32MB RAM

LEDs Power, User, Cellular link/activity, Signal strength (3 bars), GPS, XBee, Ethernet, Wi-Fi

Security SSL tunnels, SSHv2, FIPS 197 (serial port)

VPN IPsec with IKE/ISAKMP, Multiple tunnel support, DES, 3DES and up to 256-bit AES Encryption, VPN pass-through, GRE forwarding

Dimensions (L x W x H) 5.5 in x 7.5 in x 1.8 in (14.0 cm 19.0 x cm x 4.6 cm) 10.5 in x 8.0 in x 5.0 in (26.67 cm x 20.32 cm x 12.7 cm)

Weight 2.2 lb (1.0 kg) 4.4 lb (2.0 kg)

Antennas

ZigBee/802.15.4
Internal: Wire antenna

External (optional): 4” dipole with 2’ cable, tabletop mountable
Internal antenna

Cellular 2” dipole Internal antenna

Connector Type (on Gateway)
50 ΩTNC; Standard polarity for cellular; 
Reverse polarity for Wi-Fi, GPS, XBee

N/A (internal antenna)

Interfaces

Cellular GSM/GPRS or CDMA

XBee (Low-Power RF) XBee-PRO® module; XBee ZB and XBee 802.15.4 versions available

Serial 1 RS-232 (4-Wire) with 115.2 Kbps throughput

Ethernet 1 RJ-45 10 Mbps 10Base-T; Full or Half duplex

GPS Yes

Accelerometer 3 Axis

Vehicle Bus J1939 and J1708, wired or wireless via 3rd-party adapters

I/O 2 DIO, 1 Ignition Sense

Wi-Fi (802.11b/g)

Frequency/Data Rate 2.4 GHz; Up to 54 Mbps w/fallback

Transmit Power/Receiver Sensitivity 802.11g (16 dBm @ 6 Mbps, 12 dBm @54 Mbps); -82 dBm @ 11 Mbps

Modes Ad-hoc, AP Client and Infrastructure modes

Satellite

Satellite N/A Optional

Power Requirements

Power Input/Power Supply 9-48VDC; +12/24V battery

Power Consumption Idle: 4W; Peak: 12W; Sleep: 60mW

Environmental/Regulatory Approvals

NEMA IP67 and SAE1455 Certified

Operating Temperature -40º C to +85º C (with included power supply)

Safety UL 60950-1, EN 60950-1, CSA 22.2 No. 60950, UL 60950-22, EN 60950-22

EMC CE, FCC PART 15 (Class B), SAE/ISO Automotive Testing

Specifications ConnectPort™ X5 ConnectPort™ X5 Fleet
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