NSA 2189N8

Intel® Xeon™(5100/5200/5300/5400) Series Processors
2U Rackmount up to 24 GbE LAN

Network Appliance

Main Features

+ Ultra high performance with Dual / Quad-Core Processors and
10AT function

+ 4 x 240-pin DDR |1 533/667

+ Memory up to 16GB

+ Module Design Supports Three PCle Modules (PCle x 8 interface)

+ Flexible in Port Configuration

+ Support 10G CX4/ XFP, Copper/SFP 1GbE LAN

Specifications

Main Board

+ NSB2189N8

+ Supports dual Intel® Xeon™ 5100/5200/5300/5400 series Processors in
LGA771 package

+ Support 1066/1333 MHz FSB

+ Intel® 5000P+ESB2

Main Memory

+ 4 x240-pin DDR 11 533/667 FB-DIMM Sockets, up to 16GB Fully-buffered DDR
[ SDRAM

LAN Features

+ LAN Module

+ LAN Chip: Intel® 82571L / 82598EB / 82546GB / 82575EB
+ Support 10/100/1000 link speed

+ AN BYPASS: by model
*** please see module list information

Expansion
+ 1 xMini-PCI Slot

+ PCl interface By model
PCI Card: support full/ half size

1/0 Interface-Front

+ Support 2x16 Characters LCD module, PIO interface

+ Power status / HDD status / LAN status / Bypass status LEDs
+ 2xUSB 2.0 ports

+ 1xRJ45 type Console port

+ 1 x software button

+ 3 xLAN Module Bays

1/0 Interface-Rear

+ 2 x Swappable 3.5” HDD bays (Support SAS/SATA HDD)
+ 1 x Power button

+ 1xVGA port
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+ Line Fault Tolerance Design with Copper or Fiber GbE Bypass
+ Support PCI-X and PCle x8 Expansion Slot

+ On-board CF Socket

+ Support Dual 3.5” Serial-ATA HDD and SAS HDD (Optional)

+ Support Swappable HDD tray from rear access

+ Support Redundant Power Supply

+ Support LCD Module

Devices
+ 1xon-board CompactFlash socket

Power Input
+ Support 460W 1+1 Redundant ATX Power Supply

Certifications
+ CEapproval

+ FCC Class A
¢ UL

Chassis Dimensions
+ Chassis Dimension: 424 x 600 x 88 mm
+ (arton Dimension: 800 x 640 x 310 mm

Weight
+ Without packing : 14 kg
+ With packing : 20 kg

Ordering Information

+ Barebone
NSA2189LN8-SA (P/N: 10S00218905X0)
Support Intel® Xeon™ 5100/5200/5300/5400 processors, 4 FB-DIMM memory
slots, max 24 Gigabit Ethernet LAN ports, CompactFlash Socket, VGA, USB port,
Support SAS/SATA HDD not include raid card
NSA2189LN8 (P/N: 10800213902X0)
Support Intel® Xeon™ 5100/5200/5300/5400 processors, 4 FB-DIMM memory
slots, max 24 Gigabit Ethernet LAN ports, CompactFlash Socket, VGA, USB port



(1]
NSK571CP4-DB

PCle GbE module with 4 copper ports
base on Intel® 82571EB chipset and
2 pairs dual latch bypass feature

NSK571GB4 NSK571CD4

PCle GbE module with 4 copper ports
base on Intel® 82571EB chipset and
single latch bypass feature

NSK571GB2-BP

PCle GbE module with 2 fiber ports
base on Intel® 82571EB chipset and
dual latch bypass feature

PCle GbE module with 4 fiber ports
(SFP) interface base on Intel®
82571EB chipset

NSK598GB2

PCle 10G module with 2 fiber ports
(XFP) ports base on Intel® 82598
chipset

NSK546GB2P

PCle GbE module with 2 SFP ports
base on Intel® 82546GB chipset and
2 PCI-X internal expansion slot

NSK575GB2E

PCle GbE module with 2 SFP ports
base on Intel® 82575EB chipset and
1 PCle x8 internal expansion slot

NSK575CP2E

PCle GbE module with 2 Copper
ports base on Intel® 82575EB chipset
and 1 PCle x8 internal expansion slot

NSK571CP4-DB 10SK0057113X0 | Intel® 82571EB 2 PClex 4 4 Copper Dual latch / 2 None ﬁ;g;g;
NSK571GB4 10SK0057100X0 | Intel® 82571EB 2 PClex 4 4 SFP None None Q;E;g;
NSK571CD4 10SK0057106X0 | Intel® 82571EB 2PClex4 4 Copper Single /1 Stack module A1,B1,C1
NSK571GB2-BP 10SK0057114X0 | Intel® 82571EB 1PClex4 2 SFP Dual latch /1 None A1,B1,C1
NSK598CP2 10SK0059801X0 | Intel® 82598EB 1PClex8 2 CX4 None None A1,B1,C1
NSK598GB2 10SK0059800X0 | Intel® 82598EB 1PClex8 2 XFP None None A1,B1,C1
NSK546CP2P 10SK0054603X0 | Intel® 82546GB 1PClex8 2 Copper None 2 PCI-X Al
NSK546GB2P 10SK0054600X0 | Intel® 82546GB 1PClex8 2 SFP None 2 PCI-X Al
NSK575CP2E 10SK0054500X0 | Intel® 82575EB 1PClex8 2 Copper None 1PClex8 A
NSK575GB2E 10SK0054501X0 | Intel® 82575EB 1PClex8 2 SFP None 1PClex8 A1
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Modular Location :

Network Appliance
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