
Features

Authentication LDAP, Radius, TACACS+, Kerberos

Security
Hardware based AES 128-bit encryption of keyboard, mouse and video data; Rule based IP address filtering; Strong security 

support based on PAM, SSH, HTTPS, RSA, AES encryption; User/Group management with access control; Local and remote port 
logging using Syslog and/or NFS

Management Keyword based event alert using SNMP and/or SMTP

Server Requirements PC, MAC, Sun, IBM System P (RS/6000) and DEC Alpha

Port Access Serial port redirection using Telnet/SSH or Raw TCP; Non-blocked server access up to 4 simultaneous users

Dimensions (L x W x D) 5.20 in x 2.83 in x 1.26 in (13.2 cm x 7.2 cm x 3.2 cm)

Weight PS/2: 9.24 oz (262.0 g), USB: 7.87 oz (223.0 g)

Hardware Interfaces

Network 2 x 10/100Base-T Ethernet ports for uplink and cascading

Keyboard/Mouse USB or PS/2

Video HDD15 VGA up to 1600x1200 @60 Hz

Serial Console RS-232 up to 115.2 Kbps for serial port redirection and/or unit configuration

Virtual Media USB

Power Requirements

Power Input 5 - 12VDC

Power Consumption 5.78 Watt

Power Supply Locking type power connector; Server powered design through USB port of the server; Optional DC power supply

Environmental

Operating Temperature 0° C to 50° C (32° F to 122° F)

Storage Temperature -20° C to +60° C (-4° F to +140° F)

Relative Humidity 0% to 90% (non-condensing)

Serial Port Protection (ESD) ±15 kV

Regulatory Approvals

Safety UL

Emissions/Immunity CE, FCC

Platform Digi Passport® I-KVM
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