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SPECIFICATIONS P21AL01

Audio

Realtek ALC888S-VD 2-channelAudio Codec

Power

19V/4.74A 90W external adapterBundled Adapter

Watchdog Timer

Support watchdogWatchdog

IP Ra�ng IP65 Front Panel Protec�on

Dimension (WxHxD) 394 x 256 x 48.9 mm

Moun�ng VESA Mount 100 x 100 mm

Weight 7.6kg

Mechanism 

OS Support

Windows 11 64bit   /    Linux 64bitOS Support

Environment

0 ~ 40°COpera�ng Temperature -20°C ~ 60°CStorage Temperature

20% - 80% RH (non-condensing)Rela�ve Humidity CE, FCC, VCCI, BSMI, UKCAEMC

CB, CEC, cTUVus, BSMI, EACSafety US, EU, TaiwanRF

Internal

Storage

1 x M.2 2280 M key (PCIe NVMe / SATA)
1 x Swappable 2.5” SSD SATA 3.0 drive bay (compa�ble 7mm)

Graphics

Intel® UHD or Iris® Xe GraphicsChipset

WMV, AVC/H264, JPEG/MJPEG, HEVC/H265, VP9, AV1Video Decoder

Display Interface Supports two independent displays
1 x HDMI 2.0: 4096 x 2160@60Hz               1 x DVI-I: 1920 x 1080@60Hz

Network

Realtek RTL8821CE 802.11a/b/g/n/ac + Bluetooth 5.0 (M.2 2230 E key)
with 2 internal antenna(default)/external antenna(op�onal)

Ethernet

WLAN

2 x Intel® LAN               Support Wake On LAN

1 x Line-out
1 x Mic-in

Serial Ports

I/O Interface

USB Audio

    1 x RS-232 (DB-9)              2 x RS-232/422/485 (DB-9) 
(RS-232 with power supply: ring in/ 5V (standard) &12V (with specific op�onal board))

4 x USB3.2 Gen 2 (Type A)

Display and Touch Screen

21.5” 1920x1080 Full HD TFT LED with 10-Point Projected Capaci�ve Mul�-TouchDisplay

89 (le�), 89 (right), 89 (up), 89 (down)Viewing Angle (H/V°)

1000:1Contrast 30,000 hrsBacklight Life�me

Brightness 500/350 cd/m2

System

2 x 262 pin SO-DIMM up to 64GB
Dual Channel DDR5 4800MHz

Processor

Memory BIOS AMI UEFI 64 bit

12th Gen. Intel® Alder Lake Core i3-1215UE (default)
Op�onal: i5-1235U, i5-1245UE, i7-1255U, i7-1265UE, Celeron® 7305E
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